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The chart below specifies the typical read range to be expected for each of the HES hybrid electric strikes with integrated proximity card readers.  In every case, the read range performance is expressed as a span of distance.  For example, with the ProxCard II credential, the RF5010-IA typical read range is specified to be from 2.125 inches to 2.25 inches (5.4cm – 5.7cm).  
Note: This is not a statement indicating that every RF5010-IA hybrid electric strike in every environment will achieve a 2.125 inch read range.  It is impossible to guarantee a read range because all radio frequency products that are FCC certified must accept the local interference created by other devices.  As a result, a hybrid electric strike in a particularly high RF noise environment could exhibit a very short read range.  This is why our specifications illustrate typical performance.  

The chart below provides typical read ranges for each of our hybrid electric strikes when used in combination with HID 125KHz credentials.  

	
	RF5010
	RF5210

	Credentials
	Internal Antenna (IA)
	External Antenna (EA)
	Internal Antenna (IA)
	External Antenna (EA)

	ProxCard II
	2.125”- 2.25”

5.4cm – 5.7cm
	2.125”- 2.25”

5.4cm – 5.7cm
	2.125”- 2.25”

5.4cm – 5.7cm
	2.125”- 2.25”

5.4cm – 5.7cm

	ISOProx II
	2.0” – 2.125”

5.1cm – 5.4cm
	2.0” – 2.125”

5.1cm – 5.4cm
	2.0” – 2.125”

5.1cm – 5.4cm
	2.0” – 2.125”

5.1cm – 5.4cm

	DuoProx II
	1.625” – 1.75”

4.1cm – 4.4cm
	1.625” – 1.75”

4.1cm – 4.4cm
	1.625” – 1.75”

4.1cm – 4.4cm

	1.625” – 1.75”

4.1cm – 4.4cm

	Smart ISOProx II
	1.625” – 1.75”

4.1cm – 4.4cm
	1.625” – 1.75”

4.1cm – 4.4cm
	1.625” – 1.75”

4.1cm – 4.4cm
	1.625” – 1.75”

4.1cm – 4.4cm

	Smart DuoProx II
	1.75” – 1.875”
4.4cm – 4.8cm
	1.75” – 1.875”

4.4cm – 4.8cm
	1.75” – 1.875”

4.4cm – 4.8cm
	1.75” – 1.875”

4.4cm – 4.8cm

	iCLASS Prox
	1.375” – 1.5”
3.5cm – 3.8cm
	1.375” – 1.5”

3.5cm – 3.8cm
	1.375” – 1.5”

3.5cm – 3.8cm
	1.375” – 1.5”

3.5cm – 3.8cm

	FlexSmart MIFARE/Prox
	1.625” – 1.75”

4.1cm – 4.4cm
	1.625” – 1.75”

4.1cm – 4.4cm
	1.625” – 1.75”

4.1cm – 4.4cm
	1.625” – 1.75”

4.1cm – 4.4cm

	ProxKey II
	1.00” – 1.00” 

2.5cm – 2.5cm
	1.00” – 1.00” 

2.5cm – 2.5cm
	1.00” – 1.00” 

2.5cm – 2.5cm
	1.00” – 1.00” 

2.5cm – 2.5cm

	MicroProx Tag
	1.25” – 1.375”

3.2cm – 3.5cm
	1.25” – 1.375”

3.2cm – 3.5cm
	1.25” – 1.375”

3.2cm – 3.5cm
	1.25” – 1.375”

3.2cm – 3.5cm
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